
Required Equipment 
14 CFR 91.207, 14 CFR 91.209 

 
 Engine Condition Performance & 

Navigation Safety Information 

For 
VFR 
day: 

Manifold Pressure (if applicable) 
Oil pressure (each engine) 
Oil Temp (each engine) 
Tachometer (each engine) 
Temp (if liquid-cooled) 

Altimeter 
Airspeed Indicator 
Magnetic Compass 

Fuel gauge (each tank) 
Anticollision Lights 
Landing gear indicator 
                (if applicable) 
Safety Belts 
ELT (14 CFR 91.207) 

 
 
 Engine Condition Performance & 

Navigation Safety Information 

Fuel gauge (each tank) 
Anticollision Lights 
Landing gear indicator 
                (if applicable) 
Safety Belts 
ELT (14 CFR 91.207) 

For 
VFR 

night: 

Manifold Pressure (if applicable) 
Oil pressure (each engine) 
Oil Temp (each engine) 
Tachometer (each engine) 
Temp (if liquid-cooled) 

Altimeter 
Airspeed Indicator 
Magnetic Compass 

Fuses (if applicable) 
Landing Light (if for hire) 
Anticollision Lights 
Position Lights (14 CFR 91.209) 

 
 
 Engine Condition Performance & 

Navigation Safety Information 
Altimeter 
Airspeed Indicator 
Magnetic Compass 

IFR day 

Manifold Pressure (if applicable) 
Oil pressure (each engine) 
Oil Temp (each engine) 
Tachometer (each engine) 
Temp (if liquid-cooled) 

Generator 
Rate of turn indicator 
Attitude indicator 
Ball 
Clock 
Radios (com/ nav/ VOR) 
Direction indicator 

Fuel gauge (each tank) 
Anticollision Lights 
Landing gear indicator 
                (if applicable) 
Safety Belts 
ELT (14 CFR 91.207) 

For IFR 
night, 
add: 

  Fuses (if applicable) 
Landing Light (if for hire) 
Anticollision Lights 
Position Lights (14 CFR 91.209) 
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